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Guizhou GZG Transmisison Co., Limited locates in Duyun city, Guizhou province, which 

has been engaged in manufacturing mechanical transmission parts for years.
Its products are widely used in diverse industries and highly demanded across the world.

Main products of GZG are standard chains and some non-standard but simplechains,
clients may choose carbon steel or stainless steel according to their demands.

To clients from Europe, America, Africa, Asia etc, GZG is a  reliable and trustworthy 
vendor. Customers trust GZG brand products and they are willing to run their equipments 

with its transmission parts due to the superior strength, durability, performance and long
function life.

All GZG staff aim to provide customers high quality products withcompetitive price.
And we'll try our best to offer clients an utmost satisfied service.
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http://www.gzg-transmission.com
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Heavy duty cranked-link transmission chains

Chain 
No.

Pitch Roller
diameter

Width
between

inner
plates

Pin
diameter

Pin
length

Plate
depth

Plate
thickness

Tensile
strength

Average
tensile

strength

Weight
per

meter

P d1
max

b1
min

d2
max

L
max

h2
max

T
max

Q
min Q0 q

mm mm mm mm mm mm mm kN/lbf kN kg/m
MXS432 42.01 22.23 25.40 11.10 57.9 28.50 4.8 80.80/18363 88.0 5.65 
1409F1 44.45 25.40 25.40 13.97 65.9 43.20 6.3 217.00/48782 238.7 9.65 
R3112 50.80 28.70 31.00 14.20 73.9 41.40 6.4 168.90/38385 185.0 10.70 

R3112F1 50.80 28.70 31.00 15.06 79.5 41.40 7.9 195.60/18363 225.0 12.23 
SS2065 50.80 28.58 32.50 15.05 79.5 38.00 7.9 220.00/49998 242.0 12.14 

2010 63.50 31.75 38.10 15.90 89.0 47.80 7.9 250.00/56818 275.0 13.53 
2010H 63.50 31.75 31.75 15.88 97.0 41.50 9.5 250.00/56818 275.0 11.91 

2010SH 63.50 31.75 38.10 15.88 97.0 41.50 9.5 300.00/68181 330.0 12.00 
*S588F4 66.27 22.23 30.40 11.11 60.0 32.00 4.8 90.00/20454 103.0 5.05 
MXS882 66.27 22.23 28.58 11.10 68.5 28.50 6.4 115.60/26272 124.8 5.30 
SS588 66.27 22.23 28.60 11.11 63.7 28.60 6.4 130.00/29545 144.0 5.46 

SS588F1 66.27 22.23 27.00 11.11 62.0 28.60 6.4 88.90/20205 97.8 5.39 
SS588F2 66.27 22.23 27.00 9.53 59.0 25.40 5.6 84.46/19195 91.2 4.26 

*MXS882F2 66.27 22.23 28.58 11.10 66.6 28.50 6.4 115.60/25987 124.8 5.39 
MXS882F1 66.27 22.10 28.58 11.10 68.5 28.50 6.4 110.00/24728 121.0 5.39 
SS588F7 66.27 22.35 26.90 11.20 60.0 28.70 4.8 80.00/17984 88.0 4.52 
*MX603 76.20 22.50 38.00 14.00 88.0 40.00 8.0 147.00/33408 161.0 9.20 

*MXS3011F1 77.90 31.75 39.60 19.05 100.0 57.00 9.7 407.50/18363 468.0 17.68 
2512(MXS3011) 77.90 41.28 39.60 19.05 100.0 57.00 9.7 340.00/77272 489.3 18.40 

2512F2 77.90 41.28 38.50 19.05 103.4 60.00 10.0 400.00/90909 420.0 20.28 
2512F3 77.90 41.28 40.00 18.60 104.2 46.70 11.0 340.00/77271 391.0 18.15 
2512F4 77.90 41.28 39.60 19.05 110.0 60.00 12.0 407.50/92612 468.0 23.60 
SS568H 77.90 41.30 39.70 19.05 97.6 57.00 9.5 460.00/103408 515.0 19.80 

SS568HF2 77.90 31.75 39.70 19.05 98.5 57.00 9.5 447.00/101588 491.0 16.90 
SS568HF3 77.90 41.30 39.70 19.05 104.1 57.00 11.0 489.30/111203 562.0 20.85 
SS568HF4 77.90 41.30 39.70 19.05 100.0 57.00 10.0 490.00/110152 539.0 19.80 

2510 78.10 31.75 36.90 16.00 94.8 40.00 8.0 271.00/61590 292.6 10.72 
2510F1 78.10 31.75 36.60 16.00 88.9 38.10 8.0 124.50/28295 137.0 9.93 
2510F2 78.10 31.75 36.60 15.75 88.0 38.10 8.0 225.00/51135 248.0 11.70 
2510H 78.10 31.75 36.90 16.50 95.3 45.00 9.5 280.40/63727 302.8 12.70 

*Bush chain: d1 in the table indicates the external diameter of the bush
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Heavy duty cranked-link transmission chains

Chain 
No.

Pitch Roller
diameter

Width
between

inner
plates

Pin
diameter

Pin
length

Plate
depth

Plate
thickness

Tensile
strength

Average
tensile

strength

Weight
per

meter

P d1
max

b1
min

d2
max

L
max

h2
max

T
max

Q
min Q0 q

mm mm mm mm mm mm mm kN/lbf kN kg/m
MXS3075 78.100 31.75 38.10 16.46 93.50 44.50 9.70 334.0/75907 365.8 13.45 

MXS3075F1 78.100 33.00 38.10 16.46 94.50 44.50 9.70 334.0/75907 365.8 14.00 
MXS3075F1SH 78.100 33.00 38.10 16.46 94.50 44.50 9.70 360.0/81817 414.0 13.96 

MXS3075F2 78.100 31.75 38.10 17.81 90.00 45.00 8.00 333.2/75726 365.8 12.20 
MXS3075F3 78.100 33.30 38.10 16.46 94.50 44.50 9.70 334.0/75908 384.0 14.00 
MXS3075F4 78.100 33.30 38.10 17.15 94.50 44.50 9.70 360.0/81817 414.0 14.00 

2510F3 78.100 31.75 38.10 16.00 87.10 38.10 7.90 194.0/13611 213.5 10.42 
2510F5 78.100 31.75 38.10 15.88 86.00 38.10 7.90 194.0/13611 213.5 10.37 

SS40HF2 78.100 31.75 38.10 16.00 87.50 38.10 8.00 236.0/63053 259.6 10.00 
SS40H(P) 78.110 31.75 38.10 15.88 97.00 41.50 9.50 250.0/56818 280.0 12.60 
AP13PF1 78.110 31.75 38.10 16.51 94.50 39.70 9.52 250.0/56200 275.0 12.53 

MXS3075F6 78.110 31.75 38.10 16.46 92.50 44.50 9.70 250.0/56200 275.0 13.60 
P78.18F1 78.180 33.00 40.00 17.81 102.00 45.00 10.00 333.2/74903 365.8 14.87 

3125 79.370 41.27 39.70 20.32 101.60 57.20 9.50 347.1/78885 400.0 20.10 
3125F2 79.370 41.27 41.30 20.32 105.00 57.20 9.50 481.2/109362 529.0 20.44 

3125HF1 79.370 43.00 41.00 22.23 108.00 57.20 11.00 400.0/90908 500.0 23.25 
2814 88.900 44.45 36.60 22.23 117.60 58.00 12.70 471.0/105955 622.7 25.70 

2814F1 88.900 44.45 36.90 22.23 117.60 60.00 13.50 556.0/126358 611.0 24.20 
2814F2 88.900 44.45 38.60 22.23 119.60 58.00 12.70 559.0/127040 614.9 25.40 
2814F3 88.900 44.45 38.60 24.00 120.00 58.00 14.00 559.0/125663 614.9 26.00 
2814F4 88.900 44.45 36.50 22.35 108.30 57.15 12.70 471.0/105881 507.6 23.30 
E238R 88.900 44.45 38.10 22.12 112.80 57.15 12.70 445.0/100036 490.0 24.67 

RO1644F2 95.250 44.45 38.10 23.88 119.00 60.30 14.30 722.0/162306 794.0 28.14 
RO1644F1 96.000 44.80 39.00 23.80 119.00 60.00 14.00 530.0/120453 609.0 27.45 

*MX604 101.600 25.00 57.00 16.00 117.00 50.00 10.00 227.0/51590 261.0 13.63 
*MX704 101.600 30.00 57.00 18.00 125.50 55.00 12.00 280.0/62944 308.0 18.99 
API4P 103.040 44.53 50.80 22.20 125.50 57.15 12.70 500.0/112400 550.0 24.27 

API4PH 103.040 44.53 50.80 25.40 139.70 60.30 16.00 787.4/177000 870.0 30.00 
SB1254 103.124 45.21 30.48 23.81 107.95 57.15 12.70 400.0/90908 460.0 22.67 

SB1254F1 103.124 45.21 30.48 23.81 108.00 63.50 12.70 400.0/89920 460.0 24.50 
3214 103.200 44.45 48.00 22.00 123.50 55.00 13.00 476.0/108180 514.0 23.60 

3214F1 103.200 44.45 49.20 23.90 129.00 60.00 14.00 666.4/151450 700.0 26.70 
3214F2 103.200 44.45 39.70 19.05 97.60 57.20 9.50 456.0/103635 500.0 17.67 

*Bush chain: d1 in the table indicates the external diameter of the bush
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Heavy duty cranked-link transmission chains

Chain 
No.

Pitch Roller
diameter

Width
between

inner
plates

Pin
diameter

Pin
length

Plate
depth

Plate
thickness

Tensile
strength

Average
tensile

strength

Weight
per

meter

P d1
max

b1
min

d2
max

L
max

h2
max

T
max

Q
min Q0 q

mm mm mm mm mm mm mm kN/lbf kN kg/m
3214F3 103.20 46.00 49.20 23.90 123.5 60.00 13.0 539.0/122498 619.0 26.16 

MXS1242 103.20 44.45 49.20 22.23 124.5 57.00 12.8 566.4/127327 623.0 24.63 
MXS1242F1 103.20 44.45 55.00 22.23 128.8 57.00 12.8 623.0/441589 716.0 24.16 

SS124 103.20 44.45 49.20 22.23 127.2 57.00 12.7 560.0/127272 590.0 22.57 
3214F5 103.20 44.45 49.00 23.23 137.0 58.70 16.0 686.0/154213 720.3 30.00 
3214F6 103.20 44.45 49.20 26.80 130.0 76.20 14.5 750.0/168600 787.5 32.90 

API4PF1 103.20 44.45 50.80 22.23 125.2 57.15 12.7 560.0/125888 616.0 24.37 
3315 103.45 45.24 49.30 23.85 130.0 63.50 14.2 550.0/125000 756.2 27.71 

3315F1 103.45 45.24 47.60 23.85 134.0 60.00 15.0 650.0/147725 747.0 27.34 
3315F2 103.45 50.00 49.30 25.00 142.5 63.50 16.0 620.0/140907 713.0 32.50 
SH1245 103.45 45.30 49.60 23.80 130.0 60.00 14.5 722.0/164084 794.0 31.00 
SS1245 103.45 45.20 49.60 23.80 129.4 60.00 14.5 550.0/125000 605.0 31.19 

SS1245F1 103.45 45.20 49.60 25.60 132.3 60.00 14.5 530.0/120453 609.0 28.53 
SS1245F2 103.45 46.20 52.00 23.80 139.2 60.00 16.0 530.0/120453 609.0 31.15 

3315F3 103.45 45.24 49.20 23.85 131.0 60.30 14.3 550.0/123640 594.0 27.70 
SS1245F3 103.45 45.20 49.60 23.80 130.0 60.00 14.5 722.0/162306 794.0 31.19 
SS1245F4 103.45 45.20 49.30 23.80 130.3 60.00 14.5 550.0/123640 594.0 28.40 

3217F1 103.88 47.60 49.20 28.05 130.0 84.00 14.0 880.0/197824 950.4 35.60 
3618 114.30 57.15 52.30 27.97 138.0 79.20 14.2 760.0/172727 978.6 41.20 

3618F1 114.30 57.15 50.80 27.71 134.6 75.00 14.0 850.0/191080 918.0 28.50 
SS635H 114.30 57.20 52.40 27.94 137.0 76.20 14.5 760.0/172727 836.0 37.80 

SS635HF2 114.30 57.20 52.40 27.94 137.0 76.20 14.5 961.0/219085 1060.4 37.90 
SS635HF3 114.30 57.20 52.40 27.94 149.0 76.20 17.5 964.0/216707 1060.0 43.60 
SS635HF5 114.30 57.20 52.40 29.00 143.0 76.20 16.0 800.0/179840 864.0 39.80 
SS635HF6 114.30 57.15 52.40 27.94 133.4 76.20 14.5 850.0/191080 918.0 38.30 

4020 127.00 63.50 69.90 31.78 165.7 88.90 15.7 987.0/224300 1379.0 48.60 
4020F1 127.00 63.50 68.30 31.78 168.1 90.00 17.0 1100.0/249997 1265.0 50.60 
4020F2 127.00 69.85 68.30 35.05 173.0 95.25 19.0 1100.0/249997 1265.0 59.08 
4020F3 127.00 63.50 69.90 34.93 176.0 91.00 19.0 1410.0/320450 1551.0 58.40 

4020HF1 127.00 63.50 69.90 34.93 176.0 88.90 19.0 1300.0/295451 1495.0 54.50 
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Heavy duty cranked-link transmission chains

Chain 
No.

Pitch Roller
diameter

Width
between

inner
plates

Pin
diameter

Pin
length

Plate
depth

Plate
thickness

Tensile
strength

Average
tensile

strength

Weight
per

meter

P d1
max

b1
min

d2
max

L
max

h2
max

T
max

Q
min Q0 q

mm mm mm mm mm mm mm kN/lbf kN kg/m
4020HF2 127.000 63.50 65.02 34.93 171.0 88.90 19.00 1300.0/295451 1430.0 38.58 

4020SHF1 127.000 63.50 69.90 31.78 165.7 88.90 15.70 1333.0/302905 1532.0 48.60 
R01205 127.000 63.50 65.00 31.75 147.6 82.50 14.20 872.0/198177 955.0 42.93 
4020F5 127.000 63.50 65.60 34.93 168.6 91.00 19.00 1300.0/292240 1430.0 57.00 
4020F6 127.000 63.50 69.90 31.78 158.8 88.90 15.70 1220.0/274256 1342.0 50.90 

4020HF4 127.000 63.50 62.00 35.00 166.6 88.90 19.00 1250.0/281000 1375.0 57.45 
4020SHF2 127.000 63.50 69.90 32.00 164.3 90.00 16.00 1330.0/298984 1463.0 52.10 

1605F1 127.000 63.50 65.10 35.00 169.5 88.90 19.05 860.0/193328 946.0 55.80 
4424F1 139.700 76.20 76.30 38.05 188.0 101.60 19.00 1680.0/377664 1764.0 70.26 
5500A 139.700 76.35 76.30 38.05 188.0 101.60 19.00 1400.0/314720 1540.0 68.12 

P140F3 140.000 65.00 80.00 36.00 191.0 90.00 20.00 1176.0/264365 1293.6 64.24 
2184 152.400 76.20 35.00 22.20 96.0 51.00 9.50 330.0/75000 378.0 18.17 
4824 152.400 76.20 74.60 38.10 186.0 100.00 20.00 1600.0/363632 1868.3 69.80 
6060 152.400 88.90 101.00 47.63 228.7 114.30 22.00 1700.0/386359 1955.0 97.59 

6042F1 152.400 76.35 76.30 38.05 188.0 101.60 19.00 1400.0/318178 1610.0 58.36 
RO6042F1 152.400 76.20 76.30 44.00 184.0 120.00 19.00 1500.0/340900 1600.0 63.60 

4824F1 152.400 76.20 76.20 38.10 187.6 100.00 20.00 1600.0/359680 1700.0 69.90 
6060F3 152.400 88.90 77.00 47.63 204.7 114.30 22.00 1350.0/303480 1485.0 89.77 
6042F2 152.400 76.20 76.20 38.05 188.0 101.60 19.05 1880.0/422624 2068.0 57.80 
6042F3 152.400 76.20 76.30 38.10 182.3 101.60 19.00 1646.0/370021 1728.3 68.12 
6042F4 152.400 76.20 76.20 38.10 179.4 120.00 19.05 1500.0/337200 1600.0 78.10 
6042F5 152.400 76.20 76.20 41.00 195.2 106.00 23.00 1500.0/337200 1600.0 77.08 
6042F6 152.400 76.35 76.20 38.05 186.0 101.60 19.00 1333.0/300000 1466.3 59.40 
P153 153.619 34.93 53.98 17.48 107.0 44.50 9.50 150.0/34090 165.0 10.90 

#P153F1 153.619 34.93 53.98 17.48 100.0 44.50 8.00 150.0/34090 165.0 9.74 
#P153F2 153.619 34.93 53.98 17.48 100.0 44.50 8.00 150.0/34090 165.0 9.80 

5628 177.800 88.90 82.60 44.45 210.0 133.00 22.00 1890.0/429540 2173.0 99.50 
5628F1 177.800 88.90 82.60 44.45 210.0 127.00 22.00 2224.0/505448 2557.0 96.80 
5628F4 177.800 89.00 81.00 47.00 225.0 129.50 24.75 2444.8/550000 2640.0 104.00 

#Indicate with hole at palte center
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